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work on it. At a minimum, the event
recorder test shall include cycling all
required recording parameters and de-
termining the full range of each pa-
rameter by reading out recorded data.
A  micro-processor based event re-
corder, equipped to perform self-tests,
has passed the pre-maintenance inspec-
tion requirement if it has not indicated
a failure.

(3) If this test does not reveal that
the device is recording all the specified
data and that all recordings are within
the designed recording parameters, this
fact shall be noted on the data
verification result required to be main-
tained by this section and maintenance
and testing shall be performed as nec-
essary until a subsequent test is suc-
cessful.

(4) When a successful test is accom-
plished, a copy of +those data
verification results shall be maintained
with the locomotive’s maintenance
records until the next one is filed.

(5) A railroad’s event recorder peri-
odic maintenance shall be considered
effective if ninety percent (90%) of the
recorders inbound in any given month
for periodic inspection are still fully
functional; maintenance practices and
test intervals shall be adjusted as nec-
essary to yield effective periodic main-
tenance.

[45 FR 21109, Mar. 31, 1980, as amended at 58
FR 36614, July 8, 1993; 60 FR 27905, May 26,
1995; 66 FR 4192, Jan. 17, 2001]

§229.27 Annual tests.

Each locomotive shall be subjected
to the tests and inspections included in
paragraphs (b) and (c) of this section,
and each non-MU locomotive shall also
be subjected to the tests and inspec-
tions included in paragraph (a) of this
section, at intervals that do not exceed
368 calendar days:

(a)(1) The filtering devices or dirt
collectors located in the main reservoir
supply line to the air brake system
shall be cleaned, repaired, or replaced.

(2) Brake cylinder relay valve por-
tions, main reservoir safety valves,
brake pipe vent valve portions, feed
and reducing valve portions in the air
brake system (including related dirt
collectors and filters) shall be cleaned,
repaired, and tested.

§229.29

(3) The date and place of the clean-
ing, repairing, and testing shall be re-
corded on Form FRA F 6180-49A and
the person performing the work and
that person’s supervisor shall sign the
form. A record of the parts of the air
brake system that are cleaned, re-
paired, and tested shall be kept in the
carrier’s files or in the cab of the loco-
motive.

(4) At its option, a carrier may frag-
ment the work required by this para-
graph. In that event, a separate air
record shall be maintained under a
transparent cover in the cab. The air
record shall include the locomotive
number, a list of the air brake compo-
nents, and the date and place of the
last inspection and test of each compo-
nent. The signature of the person per-
forming the work and the signature of
that person’s supervisor shall be in-
cluded for each component. A duplicate
record shall be maintained in the car-
rier’s files.

(b) The load meter shall be tested.
Each device used by the engineer to aid
in the control or braking of the train
or locomotive that provides an indica-
tion of air pressure electronically shall
be tested by comparison with a test
gauge or self-test designed for this pur-
pose. An error of greater than five per-
cent or three pounds per square inch
shall be corrected. The date and place
of the test shall be recorded on Form
FRA F 6180-49A, and the person con-
ducting the test and that person’s su-
pervisor shall sign the form.

(c) Each steam generator that is not
isolated as prescribed in §229.23(b),
shall be subjected to a hydrostatic
pressure at least 25 percent above the
working pressure and the visual return
water-flow indicator shall be removed
and inspected.

[45 FR 21109, Mar. 31, 1980, as amended at 66
FR 4192, Jan. 17, 2001]

§229.29 Biennial tests.

(a) Except for the valves and valve
portions on non-MU locomotives that
are cleaned, repaired, and tested as pre-
scribed in §229.27(a), all valves, valve
portions, MU locomotive brake cyl-
inders and electric-pneumatic master
controllers in the air brake system
(including related dirt collectors and
filters) shall be cleaned, repaired, and
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